For Ralink chipset products, please kindly refer to the following
steps.

1. Installing the Drivers for Windows

1. Power on your PC, let the operating system boot up completely, and login as needed.
2. Attach the external antenna to ADAPTER’s antenna port.

Then insert ADAPTER into a USB slot of your computer

3. Select Cancel when Found New Hardware window appears.

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard

Windows will search for current and updated software by
looking on your computer, on the hardware installation CD, or on
the Windows Update Web site [with your permission).

Read our privacy policy

Can Windows connect to Windows Update to search for
software?

(O Yes, this time only

(O Yes, now and every time | connect a device

wadvestorsesuersesiseduraedMuasnaseet

Click Next to continue.

[ Next > ][ Cancel ]

4. Insert Installation CD to your CD-ROM drive. Browse CD and
double-click Setup.exe in Driver folder to execute it. The wizard will run and install all necessary

files to your computer automatically.
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5. Click Next to accept the Agreement. Or click Cancel to cancel the installation.

Ralink Wireless LAN - InstallShield Wizard

License Agreement

Please read the following lic areement carefully.

RALINK Wireless Utility for Windows 98/ME /2000/<P AVista
Copyright (C) RALINK TECHNOLOGY, CORP. All Rights Reserved.

Thank you for purchasing RALINK “Wireless product!

SOFTWARE PRODUCT LICENSE

The SOFTWARE PRODUCT is protected by copyright laws and intemational copyright
treaties, as well as other intellectual property laws and treaties. The SOFTWARE PRODUCT
is licensed, not sold.

1. GRANT OF LICENSE. This End-User License Agreement grants you the following
rights:Installation and Use. You may install and use an unlimited number of copies of the
SOFTWARE PRODUCT.

Reproduction and Distribution. You may reproduce and distribute an unlimited number of

copies of the SOFTWARE PRODUCT; provided that each copy shall be a true and complete
copy, including all copyright and trademark notices, and shall be accompanied by a copy of

this EULA. Copies of the SOFTWARE PRODUCT may be distributed as a standalone product

or included with your own product. v/

Q¥ | do not accept the te the license agreement

InstaliShidd P gk [ new, [RREEEE e |

6. Select Install driver and Ralink WLAN Utility or Install driver only then click Next.




Ralink Wireless LAN - InstallShield Wizard

Setup Type

Select the setup type that your heeds.

Choose to install...

O Install driver and R alink WLAN Utility
® Inst

InstaliShizld [ <Back H Next > ] l Cancel 'J‘]

7. Select Ralink Configuration Tool or Microsoft Zero Configuration Tool then click Next.

a. It’s recommended to select Ralink Configuration Tool, which provides fully access to all
function of ADAPTER.

b. If you prefer to use the wireless configuration tool provided by Windows XP or Vista, please
select Microsoft Zero Configuration Tool.

Ralink Wireless LAN - InstallShield Wizard

Setup Type
S ) type that best su

elect Configuration Tool.
O Ralink Configuration Tool

® Microsoft Zero Configuration Tool

InstallShield { < Back ” Next > J l Cancel T

8. Click Install to start installation. Or click Cancel to cancel the installation.



Ralink Wireless LAN - InstallShield Wizard

Ready to Install the Program

The wizard is ready to begin installation.

Click Install to begin the installation.

If you want to review or change ahy of your installation settings, click Back. Click Cancel to exit the

%[ < Back ﬁiilnstqll J | Cancel T{

9. Click Finish to complete the software installation.

Ralink Wireless LAN - InstallShield Wizard

InstallShield Wizard Complete

ard fully installed R alin M. Click Finish

InstallShizld

¢ Back ﬂ Finsh | | Cancel r

You will see a tray icon M appear in your system tray at the bottom of the screen after the

software and hardware installation completed successfully



2. Connecting through Ralink Utility

Clicking the Ralink icon m on your desktop will bring up the utility main window. Users

can find the surrounding AP signal in the list. You can use the advanced tab to configure other
advanced features provided by Ralink's wireless NIC.
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Steps to add wireless signal with Ralink Utility for one time use

This section will lead you to link your wireless signal with your ADAPTER. Please follow the
Figure 2-8 in adding the signal.

Click “Rescan” : Click on Rescan to search for all wireless signals near you.

Select your desire SSID: Click to select your wireless signal, in this example, you can see 4 next
to AP1; meaning we have select AP1 as our desired SSID.

Click “Add to Profile” or “Connect” :

Add to Profile: This part will help your wireless adapter memorize the signal and password for
your future use. Please see Next Section for more detail.

Connect: This is when you are in locations where you do not need your adapter to remember the
signal.
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Steps to add wireless signal into Profile and keep for future record

Add to profile will help to store your wireless signal’s information with your ADAPTER. Please
follow the Figure 2-9 to add the signal into your profile so you don’t have to enter them in the
future.

.L_L

There are two ways to “Add to Profile”. You can add through Network MNetwork tabh or add

B

through Frofile tab,

® Adding to Profile through Network Tab.

First select “Add to Profile”

Choose the SSID you want to connect to. eg: CDR-KING-1.
Key in your desired Profile Name, eg, HOME.

Or you can choose SSID with the pull-down window.

o > w e

When complete, please select “Auth.\ Encry” to enter your password.
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Figure 2-9
6.  In Auth.\Encry., First select Authentication of your wireless signal, Like Figure 2-10
7.  Enter your Wireless Network’s password. Click OK to complete the process.
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Figure 2-10

Note: you could also add a new profile quickly by selecting an available network in the
“Network” function then press the “Add to Profile” button.

Adding to Profile through Profile Tab. (Figure 2-11):
First select “Add”

Key in your desired Profile Name, eg, HOME.

Choose the SSID by selecting the pull-down window.

M b= e

When complete, please select “Auth.\ Encry” to enter your password.
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5. In Auth.\Encry. Like Figure 2-12

6. First select Authentication of your wireless signal. This should automatically provided
to you when select your desired SSID.

7. Enter your password.

8. Click OK to complete the process.
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Figure 2-12

3. Connecting with Microsoft Zero Configuration (XP only)

1. After specifying the Microsoft Zero Configuration tool to configure your wireless

1)
network, right click on the icon on system tray as below. Select “View

available wireless Networks” to specify your wireless network.



Change Windows Firewall settings

Open Metwork Connections

Repair

Yiew Available Wireless Networks

Figure 3-1

The tool shows the available wireless networks. Select your network SSID to
connect with like Figure 3-2.
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Figure3-2

If your wireless Network has encryption enable, you will be ask to enter the
password like Figure 3-3. Please enter your wireless password at “Network key”
section twice and click “"Connect” to confirm.
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Figure 3-3

3. If your wireless Network does not contains encryption, select the intended access
point and click "Connect". Then click "Connect Anyway" like Figure 3-4

1;" Wireless Network Connection

Network Tasks Choose a wireless network

ﬁ Refresh network, list Click an item in the lisk below to conmect to a wireless network in range or to get more
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Figure 3-4

4. Once completed, you should see like Figure 3-5 as your computer is now
“Connected” with your wireless Network.
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You should see the pop-up window on your low right hand corner indicate the
connected status. As shown in Figure 3-6

) Wireless Network Connection is now connected
Connected to: AP1

Signal Strength: Excelent

Figure 3-6
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